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& Hardware

Substation Flexible Jumpers:
Configuration Drawings
Super-flexible Busbar Jumpers, 1KA - 4KA

Eliminate bushing fatigue and failures caused by rigid conductors or

corroded, once flexible, conductors with custom super-flexible jump-
ers. Use our stainless steel shear-nuts with the jumpers to make re-
peatable and reliable electrical connections to electrical equipment.
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1 KA PADS ARE 2 HOLE NEMA

2 KA,3 KAAND 4 KA ARE 4-HOLE NEMA
OR €-HOLE NEMA PADS PER
CUSTOMER SPECIFICATIONS

TINNED COPPER SUPER-FLEX, ROPE

- TINNED COPPER SUPER-FLEX, ROPE
LAY, TINNED COPPER CONDUCTOR

LAY, TINNED COPPER CONDUCTOR

2 KA AND 3 KA JUMPERS
ARE SUPPLIED WITH
CONDUCTOR SPACERS

(:10FEET)  SPECIFY LENGTH
IN ONE FOOT
INCREMENTS

50 DEGREE 4-HOLE
ADAPTER PADS ARE
AVAILABLE
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SHORT SPAN FLEX BRAID JUMPERS: 1 KA, 2 KA, 3 KA AND 4 KA
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ALL JUMPERS ARE DESIGNED TO HAVE A MAXIMUM TEMPERATURE RISE OF 33°C
AT 25°C AMBIENT TEMPERATURE.

JUMPERS CAN BE SUPPLIED WITH UV STABLE, TRACK RESISTANT INSULATION FOR
WILDLIFE PROTECTION. CONSULT FACTORY FOR YOUR SPECIFIC REQUIREMENTS

This drawing is for illustrative purposes only and therefore; may, or may not reflect the cumrent
revision of this drawing. Please request the current revision from the factory.

INERTIA Engineering & Machine Works, Inc. Tel: 800-791-9997 E-Mail: sales@inertiaworks.com
6665 Hardaway Road * Stockton, CA 95215 Fax: 209-931-8186



