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15 kV - 35 kV Sidebreak GOAB Switch:

Configuration Drawings
9241M LBS, 15kV - 35kV HORIZONTAL, Underarm dimensions

UNDERARM CONSTRUCTION REDUCES WILDLIFE CAUSED OUTAGES
AND PROVIDES A CLEAR VIEW OF SWITCH CONTACTS TO WORKMEN.
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SWITCH RATINGS
THREE WIRE SWITCH DIMENSIONS. Voltage Class: 15 KV nom. (15.5 kV max.) 110 KV BIL
25 KV nom. (25.8 KV max) 150 kV BIL
35 KV nom. (38.0 KV max.) 200 kV BIL
NOMINAL KV RATING Current Class: 600, 900 and 1200 Amps, continuous
DIM__| 15 25 35 s p————
A 90" 96" 126" 600 A Continuous: 40,000 Amps. 10 cycles
" " " 25,000 Amps, 3 seconds
B 27" 33 48 900 A Continuous: 51,000 Amps, 10 cycles
C 18" 18 18" 1200 A Continuous: %gmknps. 1gcyclesm
D 39" 39" 54" 44:000Amps. 3 seconds

UNDERARM SWITCH CONSTRUCTION APPLICATIONS:

TANGENT FOUR WIRE TANGENT
ANGLE FOUR WIRE ANGLE
TANGENT RISER FOUR WIRE TANGENT RISER
DEADEND RISER FOUR WIRE DEADEND RISER
ALLEY ARM FOUR WIRE ALLEY ARM

CONTACT THE FACTORY FOR CONTROL TYPES AND SWITCH DIMENSIONAL INFORMATION

This drawing is for illustrative purposes only and therefore; may, or may not reflect the current
revision of this drawing. Please request the current revision from the factory.
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