
The INERTIA MSO reciprocating 
switch operator is the single 
answer to your change remote 
switching requirements. The 
MSOT and MSOD motorized 
switch operators can operate vir-
tually any reciprocating, moving 
bladeblade transmission or distribution 
switch with reciprocating 
(up/down) control. It is the safest 
and most reliable of all of the 
MSO operator designs. The 
MSOD and MSOT have nter-
changeable control/ communica
tion modules that will allow up-
grades and repairs to be made 
on the shop bench instead of in 
the field. It can operate any 
ninety degree opening sidebreak 
or line tension switch. The control 
module can be supllied with 
either or both othe RTU and com-
munication device of you choice. 
If radios or other communication 

devices are to be recycled or cus-
tomer installed, the control module 
can be predrilled at the factory to 
accept all devices commonly used 
in your system.

Installing and setting up the opera-
tor is simple. Install the switch as 
you would a manual handle. The 
MSO weighs approximately 225 
lbs. so it can be easily set in place 
using a bucket truck. Two 
through-bolts are all that is re-
quired to secure the MSO to the 
pole. Operate the switch to the 
closed position, install the adjust-
able coupling, and set the handle 
to provide moderate control rod 
compression while allowing tog-
gle-over.

The automated switch is now 
ready for remote operation.

MANUAL OPERATOR & CLEARANCE POINT SEQUENCE __________________________________

1. Remove the interlock pin from 
the front panel and insert it into 
output shaft and padlock in 
place. Decouple the operator.

2. Remove the padlock and rotate 
the collar out of the way. Place 
handle over the exposed shaft and 
insert interlock pin. Switch is now 
operated like any manual switch.

3. For a clearance, repeat step 1, 
and place interlock pin through shaft. 
Replace collar to capture the inter-
lock pin at a mechanical stop. Pad-
lock collar for final clearance point.


